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I. INTRODUCTION

Red phosphorus is made by heating yellow phosphorus at 250f to
400" C. in the absence of air (9, 13). When intended for industrial
use, it is ordinarily stabilized against oxidation by various means,
usually by applying a coating of aluminum hydroxide by treating with
aluminum sulfate and sodium hydroxide solutions (20). Another method
for stabilization is to add a solution of sodium aluminate, and bubble
air through the slurry at 85*to 950 C. for several hours (16). Mixing
the red phosphorus with powdered aluminum or zinc provides some stability
(20). Coating with phosphoric acid having a very low water content (21)
and the addition of such compounds as mannitol, dextrose, and phloroglucinol
(19) have been advocated.

Copper and iron increase the cuidation rate of red phosphorus
significantly (20); therefore, rigid specification limits have been set
for these elements (14). The removal of copper by treatment with
alkaline sodium cyanide solution (15, 20) and the removal of iron by
boiling with 5% sulfuric acid (20) have been proposed.

The present government specification for red phosphorus (14),
which was established in 1948, recommends aluminum hydroxide as the
stabilizing agent. It describes two procedures for the determination
of aluminum (an aluminum phosphate method and an 8-hydroxyquinoline pro-
cedure) and two procedures for the determination of total phosphorus
(the classical magnesium amonium phosphate method and a colorimetric
method). Methods for the determination of copper, iron, yellow phosphorus,
oxidation rate, and granulation are also described.

i _ _ _ _ _ _ _ _ _ _ _ _ _



II. SUMMARY

An improved colorimetric procedure for copper is proposed whereby
the sample is dissolved in nitric acid and the solution evaporated to
fumes of perchloric acid. Ammonium citrate, EDTA, and diethyldithio-
carbamate are added, and the diethyldithiocarbamate complex is extracted
with chloroform. An improved colorimetric procedure for iron is pro-
posed whereby the sample is dissolved in nitric acid, the solution is
evaporated to a small volume, and hydroxylamine hydrochloride, ortho-
phenanthroline, and sodium citrate are added. It is recommended that
the aluminum be determined by the 8-hydroxyquinoline procedure used by
the National Bureau of Standards. The use of the classical magnesium
ammonium phosphate method is recommended for the determination of total
phosphorus. The oxidation test has been improved by use of an automatic
recorder to measure the pressure and by use of a definite amount of
water (0.5 ml) in the bomb. The methods previously proposed for yellow
phosphorus and granulation are satisfactory,

III. IMCCMDATTONS

It is recommended that the improved methods for copper, iron,
aluminum, total phosphorus, and oxidation rate be incorporated into
revised specification for red phosphorus.

IV.- STUDY

A. DETERMINATIOQ OF COPPER

The dithizone colorimetric method for copper in red phosphorus
which is described in the specification (14) has been found to be
unsatisfactory because of interferences and because three curves must
be used for different concentrations. Copper iz red phosphorus has
also been determined colorimetrically by the use of diethyldithiocarbamate
in ammonium citrate solution (2). This procedure is not entirely satis-
factory since a colloidal suspension rather then a true solution is
produced (17). Also, nickel, and cobalt interfere somewhat by contri-
buting colors, and lead interferes by yielding a precipitate (2, 17).

In this report the extraction technique described by Claassen and
Bastings (3, 17) is applied to the determination of copper in red
phosphorus. In the method the diethyldithiocarbamate complex is ex-
tracted with chloroform from an ammonium citrate solution after adding

2



EDTA to complex iron, nickel, and cobalt. It has been pointed out (17)
that phosphate can interfere when calcium is present, because of the
precipitation of calcium phosphate which occludes some copper. No
precipitation of aluminum phosphate was observed nor did phosphate
interfere in any other way. The sample was dissolved in nitric acid
and evaporated to fumes of perchloric acid as described in the present
specification (14). No difficulty was observed from the slight attack
of the beakers by the phosphoric acid, since detectable amounts of
copper are not found in pyrex glass.

Reagents

Sodium diethyldithiocarbamate solution (0.17.). Dissolve 0.5 gram
of sodium diethyldithiocarbamate in water and dilute to 500 ml. Store
in an amber bottle.

Ammonium citrate solution (407.). Dissolve 200 grams of (Nt•) 2 6 H$07
in about 400 ml of water, make just amoniacal to litmus paper with
ammonium hydroxide (1 to 1), wash into a 500 ml separatory funnel, add
5 ml of diethyldithiocarbamate solution, and shake with 25 ml of chloroform
for 1 minute. Drain and discard the chloroform layer, and dilute to
500 ml with water.

EDTA solution (5%). Dissolve 10 grams of EDTA in water and dilute
to 200 ml.

Standard copper solution (1 ml - 0.01 mg of Cu). Dissolve 0.1964
gram of CuSO4.5H 20 in water, add 5 ml of hydrochloric acid, and dilute
to 1 liter in a volumetric flask. Pipet a 50 ml aliquot into a 250 ml
volumetric flask and dilute to the mark.

Preparation of Calibration Curve

Pipet 1.0, 2.0, 3.0, 4.0, and 5.0 ml of standard copper solution
into 400 ml beakers, and add 25 ml of water and 2 ml of perchloric
acid. Carry along a reagent blank. Add 5 ml of ammonium citrate
solution (407.), 1 ml of EDTA solution (5%) and 2 drops of phenol red
indicator. Add ammonium hydroxide until the solutions Just changes
to red, cool, and wash into 125 ml separatory funnels whose stems have
been dried with wads of filter paper. Add 5 ml of sodium diethyldithio-
carbamate solution (0.1%) and 10 ml of chloroform and shake for 1 minute.
Drain the chloroform layers into dry 25 ml volumetric flasks, extract
twice more with 5 ml portions of chloroform, and dilute to 25 ml with
chloroform. Read the transmittance at 435 millimicrons with a spectro-
photometer that has been set to 100% transmittance with the reagent.
blank. Plot mg of copper against 7% transmittance.
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Procedure

Weigh a 1 gram sample into a 400 ml beaker, and add 10 ml of water
and 35 ml of nitric acid. Carry along a reagent blank. Boil down to
a volume of approximately 20 ml and add 2 ml of perchloric acid. Evaporate
to fumes of perchloric acid, and fume for 1 to 2 minutes. Add 25 ml of
water, 5 ml of ammonium citrate solution (40%). and 1 ml of EDT& solution
(5%)., and proceed as described in the preparation of the calibration
curve. Convert the reading to mg of copper by referring to the calibration
curve. Calculate as follows:

% Cu - M of Cu
grams of sample x. 10

(To calculate as p.p.m. multiply 7 by 10,000).

Results

The results obtained for iron in three samples of red phosphorus
are shown in Table I. The first sample was red phosphorus that had been
treated with alkaline sodium cyanide solution to reduce the copper con-
tent and with 57. sulfuric acid to reduce the iron content (20); the
second sample was reagent grade red phosphorus (Hallinckrodt); the
third sample was aluminated red phosphorus. Good recoveries were
obtained when standard copper solution was added to the first sample
and the synthetic mixtures were carried through the procedure (Table II).

B. DBTERMINTIOU OF IRON

In the specification method for iron in red phosphorus, thiocyan-
ate is added to the aqueous solution remaining after the dithizone
extraction, and the iron complex is extracted with a mixture of amyl
alcohol and ethyl ether (14). The method is of limited accuracy
because of the strong repressive effect of phosphate on the thiocyan-
ate color (17). The partial reduction of the ferric iron to the ferrous
state by the dithizone is a source of difficulty since iron in the
ferrous state does not give a color with thiocyanate. Another in-
accuracy in the method is that it does not consider the attack on the
beakers by the hot phosphoric acid (2). A method has been proposed
by Brabson, Schaeffer, and Truchan (2) for the determination of iron
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in red phosphorus by the use of ortho-phenanthroline (2) whereby the
sample is dissolved in a mixture of 90 ml of carbon tetrachloride,
5 ml of bromine, 15 ml of nitric acid, and 75 ml of water, and the
solution evaporated to a volume of 5 ml. Potassium chlorate is added
to remove the yellow color and the solution is heated. The pyro-
phosphoric acid is then hydrolyzed by boiling with water, hydroxylamine
hydrochloride, citric acid, and ortho-phenanthroline are added, and
the pH is adjusted to 6 by adding ammonium hydroxide. It is necessary
to establish a blank from an average of 6 runs by adding the reagents
to phosphoric acid and proceeding as with the samples. The method is
lengthy and cumbersome. Gassner (4) determined iron in condensed
phosphate by boiling 30 minutes, adding citric acid, sodium sulfite,
and hydroquinone. He then adjusted to a pH of 4, added 2,2'-bIpyridine,
and heated on a water bath for 3 hours. Grat-Cabanac (5) determined
iron in phosphate by using sodium hyposulfite as the reducing agent,
while Lobman, Kuemmel, and Sallee (11) extracted the iron with ether
and then employed the usual ortho-phenanthroline method.

In this report an improved method is proposed for the determination
of iron in red phosphorus by treating with nitric acid and evaporating
to the appearance of nitrogen peroxide fumes at a volume of about 1 ml.
This evolution of nitrogen peroxide takes place very suddenly and is
preceded by foaming. The pyrophosphate is hydrolyzed by boiling with
water, and hydroxylamine hydrochloride, ortho-phenanthroline, and a
fairly large amount of sodium citrate are added. The sodium citrate
buffers the solution at a pH of 5.5 and prevents the precipitation of
aluminum phosphate. Bandemer and Schaible (1) used sodium citrate for
the determination of iron in organic material. In their procedure,
hydroquirone, ortho-phenanthroline. and sodium citrate (to obtain a
pH of about 3.5) were added. The method is not applicable in the
presence of large amounts of phosphate.

Reaaents

Hydroxylamine hydrochloride solution (57.). Dissolve 25 grams of
hydroxylamine hydrochloride in water and dilute to 500 ml.

Ortho-phenanthroline solution (0.27.). Dissolve 1 gram of ortho-
phenanthroline in water and dilute to 500 ml. Store in a dark bottle.

Sodium citrate solution (207.). Dissolve 100 grams of %a3C6H507 .
5-1/2 H20 in water and dilute to 500 ml.
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Standard iron solution (1 ml - 0.1 mg of Ye). Dissolve 0.1000 gram
of pure iron (National Bureau of Standards Sample 55c) in 50 ml of hydro-
chloric acid by heating on the hot plate in an Erletmeyer flask. Add
3 ml of hydrogen peroxide (307.), boil 10 minutes, cool, and dilute to
1 liter in a volumetric flask.

Preparation of Calibration Curve

Pipet 0.5, 1.0L, 1.5, 2.0, 2.5, and 3.0 ml of standard iron solution
into 100 ml volumetric flasks and add 35 ml of water. Carry along a
reagent blank. Add 10 ml of hydroxylamine hydrochloride solution (57.) and
allow to stand for 15 minutes. Add 10 ml of ortho-phenanthroline solution
(0.27.) and 15 ml of sodium citrate solution (207.) and dilute to the mark.
Allow to stand for 1 hour and read the transmittance at 510 millimicrons
with a spectrophotometer that has been set to 1007. transmittance with the
reagent blank. Plot mg of iron against 7. transmittance.

Procedure

Clean 400 ml beakers (preferably unscratched) and pyrex watch glasses
by rinsing with concentrated hydrochloric acid. Weigh a 0.5 gram sample
and add 10 ml of water and 35 ml of nitric acid. Boil down on the hot
plate at fairly high heat with the watch glass in place to the appearance
of red nitrogen peroxide fumes at a volume of about 1 ml and Immediately
remove the beaker from the hot plate. Just prior to the appearance of the
nitrogen peroxide the solution will start to foam. The beaker should be
removed from the hot plate before the foaming has ceased. If the solution
is heated too long (to the point at which white fumes appear) the
determination should be discarded. Carry along a reagent blank prepared
by adding 35 ml of nitric acid to 10 ml of water and evaporating just to
dryness. After removing the beakers from the hot plate, allow to cool,
add 75 ml of water, and boil down to approximately 35 ml with the watch
glass in place. Cool to room temperature (but not lower), add 10 ml of
hydroxylamine hydrochloride solution (57.), and allow to stand for 15 minutes.
Add 10 ml of ortho-phenanthroline solution (0.27.) and 15 ml of sodium
citrate solution (207), dilute to 100 ml in a volumetric flask, and allow
to stand for 1 hour. -Read the transmittance at 510 millimicrons with a
spectrophotometer that has been set at 1007 transmittance with the reagent
blank. Convert the reading to mg of iron by referring to the calibration
curve. Calculate as follows:

%Fe Ma of Fe
grams of sample x 10

(To calculate as p.p.m. miultiply 7. by 10,000).

6



Results

The results obtained for iron in the three samples previously used
for the determination of copper are shown in Table I. Recoveries from
synthetic samples are shown in Table III.

Discussion

It is recommended that the calibration curve be made up by the use
of pure iron solution. The curve so obtained did not differ significantly
from the curve obtained on adding standard iron solution to red phosphorus
and carrying the samples through the procedure.

The blank for the method was obtained by evaporating the nitric
acid to dryness. The addition of phosphoric acid to the blank as
suggested by some investigators (2) is undesirable, since it is difficult
to judge what the iron content of the phosphoric acid is and how much
phosphoric acid should be present.

All beakers and watch glasses must be rinsed with hydrochloric acid
to remove any iron. It is a wise policy to reserve special beakers and
watch glasses for the determination of iron. No detectable amounts of
iron are dissolved from the beakers, if the beakers are removed from the
hot plate when the red nitrogen peroxide fumes appear. The evolution
of the nitrogen peroxide is probably caused by the reduction of the
last traces of nitric acid by the lower acids of phosphorus. Evidence
that the beakers are not appreciably attacked are the results obtained
for the high purity sample containing 0.0017. iron (Table I). The repro-
ducibility of the method is further evidence, since such an attack would
cause erratic results. If the heating on the hot plate is prolonged
beyond the appearance of the nitrogen peroxide (to the appearance of
white fumes of phosphoric acid) then the glass will be attacked and
somewhat higher results will be obtained. The iron content of pyrex
glass is about 0.17. (18). Experiments were conducted with the use of
platinum dishes instead of pyrex beakers, but erratic results ware
obtained from the iron present in platinum (7). The platinum itself
did not seem to be attacked.

The maximu= amount of red phosphorus that can be handled in the
method is 0.5 gram.

A large excess of hydroxylamine hydrochloride and ortho-phenanthroline
is necessary to obtain full color development.
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The boiling is necessary to convert the pyrophosphates to phosphates.
The interference from the former is greater than the latter (17).

C. DETERMINATIOK OF ALUIIMU

As stated previously, both the aluminum phosphate and 8-hydroxy-
quinoline methods are recommended in the specification (14). The
aluminum phosphate method was found to be unreliable in the hands of
several operators in this laboratory. Frequently, low results were
obtained probably because of the formation of soluble aluminum complexes
with the excess of phosphate present. Another difficulty with the
method is that the aluminum phosphate precipitate is not stoichimetric
(7). In view of the limitations of the method, it is recommended that
it be abandoned. The 8-hydroxyquinoline method described in the
specification (14), whereby the sample is dissolved in nitric acid, the
solution evaporated to fumes of perchloric acid, and the aluminum
8-hydroxyquinolate precipitated from an ammoniacal solution, gave
reproduceable results. However, it is recinnded that the technique
used by the National Bureau of Standards (7) be employed. That agency
recommended a different preparation of the reagent solution and wash
solution and drying at 1350 C. in convection oven (instead of a
vacuum oven).

The amount of aluminum picked up by the slight attack on the beakers
by the phosphoric acid did not cause any significant error. This was
checked by evaporating a mixture of 5 ml of perchloric acid and 1 ml
of phosphoric acid to fumes and proceeding as in the method. No
precipitate was obtained.

The method is recommended for the analysis of aluminated red
phosphorus containing approximately 2 to 3% aluminum hydroxide.

It is suggested that a microscopic examination of the red phosphorus
be made to ensure that the aluminum is not present as aluminum metal.
In some instances, producers have mixed the red phosphorus with powdered
aluminum metal instead of coating it with aluminum hydroxide.
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Reagents

8-Hydroxyquinoline solution (2.5%). Dissolve 12.5 grams of
8-hydroxyquinoline in 25 ml of glacial acetic acid by warming gently
on the hot plate. Dilute to 500 ml with water. Filter just before
using if not clear.

Wash solution. Add 12 ml of 8-hydroxyquinoline solution to about
500 ml of water, add 30 ml of ammonium hydroxide (1 to I), and dilute
to 500 ml. Prepare just before using.

Procedure

Weigk a 1 gram sample into a covered 400 ml beaker and add 10 ml
of water and 35 ml of nitric acid. Boil down to a volume of approximately
20 ml and add 5 ml of perchloric acid. Evaporate to strong fumes of
perchloric acid and fume for 1 minute. Add about 50 ml of water and
if the solution is not clear, filter, and wash with water. Dilute to
approximately 200 ml with water and add 10 ml of 8-hydroxyquinoline
solution (2.57.). Make just alkaline to litmus paper with ammonium
hydroxide (1 to 1) and add 20 ml of ammonium hydroxide (1 to 1) in
excess. Wash down and remove the litmus paper. Heat to 60' to 70* C.
(use a thermometer) and digest at this temperature for 30 minutes.
Cool to about 15* C. in a cold water bath and filter through a tared
sintered glass crucible of medium porosity. Transfer the precipitate
to the crucible and wash four times with the wash solution. Finally,
wash the precipitate twice with cold water. Dry at 135* C. for
90 minutes, cool, and wei.gh. Calculate as follcows:

% A(OH)3 16.98 x grams of precipitateA 3  grams of sample

Results

The results obtained for aluminum in a sample of aluminated red
phosphorus are shown in Table IV. The recoveries obtained on adding
standard aluminum solution to reagent grade phosphorus are shown in
Table V. A correction was made for the small amount of aluminum this
sample contained (about 0.17.).
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D. DETERMINATION OF TOTAL PHOSPHORUS

As stated previously, the classical magnesium ammonium phosphate
method and a colorimetric method have been recommended for the deter-
mination of total phosphorus (14). The colorimetric method which was
a modification of a method used previously for the determination of
up to 0.87. phosphorus in iron and steel (6) is not sufficiently accurate
for the determination of phosphorus in red phosphorus and should be
abandoned. It is suggested that the phosphorus be determined by the
classical magnesium ammonium phosphate method (7, 14). Essentially
the method to be described in the present report is the one used in
the specification. The sample is dissolved in nitric acid, the solution
is evaporated to strong fumes of perchloric acid to oxidize the
phosphorus to the pentavalant state, and a double precipitation of
the magnesium anmonium phosphate is made in the presence of ammonium
citrate. The factor for converting M82 P 0 7 to phosphorus on the basis
of the latest atomic weights is 0.2783 (5) rather than 0.2786 used in
the specification.

Reagents

Magnesia mixture. Dissolve 50 grams of MgCl 2 .6H 2 0 and 100 grams
of ammonium chloride in about 500 al of water, add ammonium hydroxide
in slight excess, allow to stand overnight, and filter if a precipitate
appears. Make Just acid with hydrochloric acid and dilute to 1 liter.

Ammonium citrate solution (20%). Dissolve 200 grams of
(NR4 )23K6H507 in water and dilute to 1 liter.

Procedure

Transfer a 1 gram sample to a 400 ml beaker and add 10 ml of water
and 35 ml of nitric acid. Cover with a watch glass, warm on the hot
plate until the vigorous reaction ceases, and then boil down to a
volume of approximately 20 ml. Add 10 al of perchloric acid and boil
down to a volume of 3 or 4 ml. Cool, add water, and dilute to 500 ml
in a volumetric flask. Pipet a 25 ml aliquot (equivalent to 0.05 gram
of sample) into the original beaker, and add 50 ml of water, 15 ml of
ammonium citrate solution (20%), and 150 ml of magnesia mixture. Add
ammonium hydroxide (1 to 1) with stirring until the precipitate starts
to appear, stop the addition of the ammonium hydroxide, and stir for
about 2 minutes. Add 25 ml of ammonium hydroxide (1 to 1) in excess and
allow to stand overnight. Filter through a Whatman No. 40 filter paper,
wae the precipitate into the filter paper with ammonium hydroxide (1 to 50),
and then wash three times with ammonium hydroxide (1 to 50). Dissolve the
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precipitate off the filter paper into the original 400 ml beaker with
two 12 ml portions of hydrochloric acid (1 to 1) and then wash several
times with hot hydrochloric acid (1 to 50). Add 1 ml of ammonium
citrate solution and 4 ml of magnesia mixture and again precipitate
by adding amuonium hydroxide as previously described. Add 10 ml excess
ammonium hydroxide (1 to 1) and allow to stand overnight. Filter
through a Whatman No. 40 filter paper, transfer the precipitate to
the filter paper with ammonium hydroxide (1 to 50), and wadi five times
with ammonium hydroxide (1 to 50). Transfer the filter paper and
precipitate to a tared porcelain crucible, and char and burn off the
filter paper at low heat. Ignite over a Meker burner until the pre-
cipitate is white. then ignite over a blast burner for 15 minutes.
Cool and weigh as M92P207. Calculate as follows:

% P - 27.83 x grams of precipitate
grams of sample

Results

The results obtained for phosphorus in samples of reagent grade
phosphorus and aluminated red phosphorus are shown in Table VI. The
precision was excellent. It is not feasible to check a method of
this type for accuracy by using the addition technique.

E. OXIDATION TEST

It has been known for a long time that the presence of moisture
affects the oxidation rate of red phosphorus (12). For this reason in
the oxidation test for red phosphorus (14) moistened glass wool is placed
in the bomb. The amount of water is not specified. According to experi-
ments in this laboratory, increasing the amount of water (from 0.1 ml
upwards) does not change the length of the induction period significantly;
however, the slope of the oxidation curve following the induction period
is greater. It is recommended, therefore, that a definite amount of
water be added.

In the specification (14) the pressures are read from a dial at
stated intervals. This laboratory has installed an automatic recorder
to make a continuous record of the bomb pressures. It is suggested
that the revised specification adopt the automatic recording method
as the preferred method, and the visual reading method as an alternate
method.
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The induction time of 20 hours mLniun= should be retained for
both the visual and automatic recording methods. It is recommnded
that the maximum oxidation rate of 1.6 p.s.i. decrease in pressure
per hour be retained for the visual method but that the limit be
changed to 1.4 p.s.i. for the automatic recording method. The reason
for this difference is that the volume of oxygen in the automatic
recording method is greater because of the oxygen contained in the
tubing connecting the bomb to the automatic recorder. It is obviously
necessary to fix the volume of the tubing and this is done by using
the tubing specified.

Apparatus

Norma-Hoffman oxygen bomb (Precision Scientific Co., 73414,
Catalogue No. 40; Fisher Scientific Co., 13-555-200, Catalogue 59).

Recording pressure gauge (Fisher Scientific Co., 13-555-130,
or 13-555-135, or 13-555-140, Catalogue 59).

Copper or bronze tubing for connecting the bomb to the automatic
recorder (this tubing is not needed if the readings are made visually).
The tubing is 3/16 inch in internal diameter, and 9 feet long (total
length). It contains a helix (5 turns. 2-1/2 inches in diameter) to
provide flexibility. It has couplings at its ends and a valve a few
inches from the recorder to bleed off the oxygen.

Special 50 ml beaker. Eliminate the lip and protruding rim of
a 50 ml beaker by shaping in a flame. This treatment is necessary
to permit the beaker to fit into the bomb.

Procedure

Place a flat wad of pyrex wool (0.1 to 0.2 gram) into the bottom
of the bomb and add 0.5 ml of water measured with a pipet. Weigh a
5 gram sample into the special 50 ml beaker and cover with a watch
glass. Place the beaker on top of the glass wool. Bolt the bomb
securely and flush with oxygen, bringing the bomb pressure up to
50 p.s.i. and ralasslag thres times. Allow 45 to 50 p.s.i. pressure
to remain and place the bomb in a bath maintained at 110* C. Release
the pressure intermittently to exactly 50 p.s.i. until there is no
further increase.
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Record the pressure using the automatic recorder. An alternate
(but less desirable) procedure is to make the readings visually at
1/2 hour intervals for 1-1/2 hours and at 2 hour intervals thereafter.

Plot cumulative pressure drop against time (see Figure 2 of the
specification (14)), considering the zero time to be 3/4 hour after
the bomb is placed in the bath. The curve is characterized by a
portion of moderate slope containing a linear portion, followed by a
portion of greater slope which also contains a linear portion and
which tapers off. The induction period is defined as the abcissa(AE')
of the intersection of the two linear portions extended (BBE and MM').
The oxidation rate is defined as the slope of the second linear
portion (MM') (see paragraph H-3 of the specification (14)).

F. DETERMINATION OF YELLOW PHOSPHORUS AND GRANULATION

The tests for yellow phosphorus (10, 14) and granulation (14)
described in the specification are satisfactory.

G. SPECIFICATION LIMITS

The specification limits in the specification (14) are satisfactory
with the exception of the oxidation rate for the automatic recording
method mentioned in the study of the oxidation test.
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VIO TABLES

Table I. Results for Copper and Iron in Samples of Red Phosphorus

Saaa Cu Found (7.) Fe Found (7/)

pa 0.0003 0.001
0.0004 0.001
0.0003 0.001
0.0004 0.001
0.0004 0.001

Avg. 0.0004 0.001
Std. Dev. 0.00007 0.000

Mb 0.0009 0.0178
0.0009 0.0150
0.0006 0.0168
0.0008 0.0170

0.0009 0.0170
Avg. 0.0008 0.0167
Std. Dev. 0.00013 0.0010

Ac 0.0006 0.004
0.0004 0.004
0.0004 0.003
0.0005 0.003
0.0006 0.004

Avg. 0.0005 o.004
Std. Dev. 0.00010 0.0007

a Specially purified

b Reagent grade red phosphorus

c Aluminated red phosphorus
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Table II. Recovery of Copper Added to Synthetic Samples

Total Cu Total Cu Cu Recovered
Synthetic Sample Present (Found ()

1 g pa + 0.005 mg Cu 0.009 0.008 0.004
1 g P + 0.01 mg Cu 0.014 0.013 0.009
1 g P + 0.03 mg Cu 0.034 0.030 0.026
1 g P + 0.04 mg Cu 0.044 0.043 0.039
1 g P + 0.05 mg Cu 0.054 0.051 0.047

a Contains 0.0004% Cu (Table I)

Zable III. Recovery of Iron Added to Synthetic Samples

Total Fe Total Fe Fe Recovered
Synthetic Sample Present (mg) Found (mrg) (ma)

0.5 g Pa + 0.02 mg Fe 0.025 0.030 0.025
0.5 g P + 0.05 mg Fe 0.055 0.054 0.049
0.5 & P + 0.10 mg Fe 0.105 0.105 0.100
0.5 g P + 0.20 mg Fe 0.205 0.202 0.197
0.5 g P + 0.30 mg Fe 0.305 0.296 0.291

a Contains 0.0017. Fe (Table I)

Table IV. Results for Aluminum in a Sample of Aluminated Red Phosphorus

% Al (OH)q Found

2.92
2.92
2.95
2.92
2.95

Avg. 2.93
Std. Dev. 0.017
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Table V. Recovery of Aluminum Added to Synthetic Samples

SysthetiL Samule Aluminum Recovered (M) a, b

I g M + 5.0 mg Al 5.14
1 g M + 10.0 mg Al 9.95
1 g M + 15.0 mg Al 15.21
1 g M + 20.0 mg Al 19.96

a The factor for converting aluminum 8-hydroxyquinolate to aluminum
is 0.0587

bDeduction made for the small amount of aluminum present in M

Table VI. Results for Total Phosphorus in Samples of Red Phosphorus

Sample Phosphorus Found M)

H' 95.32
95.21
95.21
95.10

Avg. 95.21
Std. Dey. 0.090

Ab 93.49
93.65
93.43
93.54

Avg. 93.53
Std. Dev. 0.093

a Reagent grade red phosphorus
b Aluminated red phosphorus
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